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ABSTRACT

Tests were conducted in the 1-Foot Transonic Tunnel of the Propul-
sion Wind Tunnel Facility, AEDC, to determine optimum operating
parameters which minimize tunnel interference effects with the 60-deg
inclined hole, 6-percent open-area test section configuration. Pressure
distributions on a 20-deg cone-cylinder model having a blockage ratio of
1.86 percent were used to determine optimum test section wall angle
positions. A similar cone-cylinder model with 1-percent blockage ratio
was used to investigate the effects of tunnel pressure ratio and support
interference on base pressure measurements at various axial locations
of the model in the test section.

Minimum tunnel interference on the pressure distribution of the
20-deg cone-cylinder model resulted by varying the wall angle from
40-min convergence to 30-min divergence for a Mach number range from
1,10 to 1.50. Below Mach number 1.10 the effect of varying wall angle
on the pressure distribution was negligible, Base pressure coefficients
on the 1-percent blockage model as affected by the axial position in the
tunnel and variations in tunnel pressure ratios are presented.
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NOMENCLATURE
Cp, b ‘Base pressure coefficient, (pp - pe) /qo
d Diameter of model base, in.
b4 Length, in.
M Local Mach number
Mo Free-stream Mach number
P Local static pressure, psf
Pp Base pressure, psf
Pe Plenum chamber static pressure, psf
Py Stilling chamber total pressure, psf
p Static pressure of undisturbed free stream, psf

q, Dynamic pressure of undisturbed free stream,

0.7 pe MZ , psf

X Distance from model nose, in.
0w Test section wall angle, minutes (positive when
walls are diverged)
*
- Optimum test section wall angle, minutes
A Tunnel pressure ratio (ratio of tunnel total

pressure to the static pressure downstream
in the diffuser)
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INTRODUCTION

The 1-Foot Transonic Tunnel of the Propulsion Wind Tunnel
Facility, Arnold Engineering Development Center (PWT-AEDC) has
been used extensively to develop a suitable test-section wall configu-
ration for PWT's 16-Foot Transonic Circuit. The design of the wall
liners was dictated primarily by the required ability to test full-scale
propulsion units through the Mach number range from 0. 50 to 1. 60.

Typical full-scale propulsion units result in test-section blockage
ratios appreciably larger than are normally considered desirable for
transonic wind tunnels. Furthermore, the length of typical propulsion
units relative to the height of the test section dictates that shock waves
and expansions originating at the front end of the test article will affect
the flow over the aft end of the test article through much of the low
supersonic Mach number range if these disturbances are allowed to
reflect from the tunnel walls. Reflected disturbances appeared to be
a more severe problem than the subsonic blockage effects, and there-
fore, the primary criteria established for the test-section wall liners
was the ability to cancel both compressions (shock waves) and expan-
sions that impinge on the walls, A 20-deg cone-cylinder body was
selected as a test model because it produces a compression field fol-
lowed by a sharp expansion field. An extensive investigation was then
made, primarily at a Mach number of 1, 20, to find a wall geometry
that would provide essentially interference-free pressure distributions
over the test model at blockage ratios up to 2 percent.

As reported in Refs. 1 through 4, a perforated wall with a ratio
of open area to closed area of 6 percent, and with the axes of the holes
inclined 60 deg into the oncoming airstream, provided very good results,
This wall geometry was adopted for both the 16-ft and 1-ft wind tunnels,
Subsequent wall-interference studies (Ref. 5) have indicated that this -
wall geometry provides reasonably good interference characteristics at
Mach numbers other than 1,20, However, the open area ratio with
parallel walls is too large for optimum results at Mach numbers from
0.95 to 1.10 and too small at Mach numbers greater than 1.20. From
the early studies it was discovered that the effective resistance to flow
through perforated walls could be changed by varying the wall angle.
This variation can be accomplished much more conveniently than
varying the open-area ratio. Therefore, the first phase of the present
investigation was undertaken to determine how much improvement in
interference characteristics could be obtained by varying wall angle as
a function of Mach number, to determine the optimum wall angle at each

Manuscript released by author March 1960.
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Mach number, and to obtain calibration data at the optimum wall angle
settings. As before, a 20-deg cone-cylinder body was used as a test
model.

The object of the second phase of the investigation was to determine
the maximum usable length of the test section of the 1-Foot Transonic
Tunnel with the model support system and a typical sting adapter
installed in the aft end of the test section. Data obtained from earlier
calibrations have indicated that the Mach number distribution in the
aft portion of the test section can be drastically affected by variations
in tunnel pressure ratio (ratio of stilling-chamber total pressure to
diffuser static pressure). This condition is particularly evident at
subsonic speeds where the test section Mach number is a function of
both the tunnel pressure ratio and the plenum suction rate. For each
Mach number there is an optimum combination of the two variables
which provides a constant Mach number throughout the length of the test
section. If the tunnel pressure ratio is too high, the flow begins to
accelerate in the aft portion of the test section. If the ratio is too low,
pressure recovery will begin upstream in the test section.

This behavior has been investigated in the 1-Foot Transonic Tunnel
with the model support strut removed and with pylon supported models
to simulate propulsion tests in the 16-Foot Transonic Circuit (Ref. 8).
The models were moved axially along the centerline of the test section,
and the variation of base pressure with tunnel pressure ratio was deter-
mined at each model position for various Mach numbers. It is assumed
that the base pressure is more sensitive to the effects in question than
any other aerodynamic characteristic of a test body. The base pressure
was independent of tunnel pressure ratio at the more forward locations
but became increasingly sensitive to variations in tunnel pressure ratio
as the model was moved aft. At each Mach number one value of tunnel
pressure ratio was found to produce the same base pressure independent of
model location. This pressure ratio was assumed to be optimum tunnel
pressure ratio for that Mach number. This optimum value of tunnel
pressure ratio was somewhat higher than the value which produced the
most constant Mach number distribution without a model and indicated
that the optimum tunnel pressure ratio is a function of model size or
drag as would be expected.

This effect can be circumvented, however, by keeping the aft end
of models upstream of the extreme aft end of the test section. When this
is done the base pressure is independent of small changes in tunnel
pressure ratio about the optimum value. An aft-most position can then
be defined where the difference in optimum tunnel pressure ratio for
models of maximum and minimum size is equal to or less than the incre-
ment of tunnel pressure ratios for which the base pressure is invariant.
Then if the base of any model is kept upstream of this position and the
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tunnel is operated at the optimum value of tunnel pressure ratio, the
base pressure will be the same as if the test section were infinitely
long,

The second phase of the present investigation involved an investi-
gation of the relationship between model position and tunnel pressure
ratio effects with a typical sting supported model mounted on the
standard model support strut. The procedure used simultaneously
provides data on support interference effects.

APPARATUS

1-FOOT TRANSONIC TUNNEL

The 1-Foot Transonic Tunnel is a continuous-flow, non-return
wind tunnel. The tunnel is equipped with a two-dimensional flexible
nozzle and a plenum evacuation system capable of establishing air speeds
in the test section up to Mach number 1.50. A general arrangement of
the tunnel components and supporting equipment is shown in Fig, 1. A
more detailed description of the facility is presented in Ref. 7,

The test section consists of four perforated walls forming a test
section 12 by 12 inches in cross-section and 37.5 inches in length. The
top and bottom walls of the test section are supported by flexures at the
nozzle exit and screw actuators at the downstream end to provide for
wall angle adjustments, The side walls are not adjustable and are
parallel. The perforated wall liners are 1/8-in, thick and have 1/8-in. -
diam holes with the axes of the holes inclined into the airstream at an
angle of 60 deg. The ratio of open to total area is 6 percent. A general
arrangement of the test section and the geometry of the perforated wall
is shown in Fig. 2, As indicated in Fig, 2, a linear variation in the
distribution of the perforated openings extends from the nozzle exit to
approximately 10 in. downstream to provide for smooth transition in the
development of supersonic flow. This transition region was established by
plugging the desired holes in the perforated wall (Fig. 3). Figure 3 also
shows the axial probe used to determine the static pressure distribution
along the centerline of the test section,

TEST ARTICLES

The data were primarily obtained from two models that were
geometrically similar, each having a conical nose with a total included
angle of 20 deg followed by constant-diameter cylindrical bodies, One
model, which was used to obtain body pressure distribution data as a
function of wall angle, has a cylinder diameter of 1. 85 in. and a length
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of 24 in, The ratio of model cross-sectional area to nozzle-exit area

is 0,0186 (1. 86-percent blockage) and the ratio of model length to
diameter is 12,97, The model was instrumented with 45 static pres-
sure orifices equally spaced along a meridian. The model was oriented
along the tunnel centerline at zero angle of attack such that the apex of
the cone was positioned at a station 12 in. from the nozzle exit. Figure 4
shows the model dimensions and a photograph of the model installation
in the test section.

The second model, which was used to obtain base pressure measure-
ments with the model at various stations along the centerline of the
tunnel, has a cylinder diameter of 1.355 in. and a length of 8. 82 in,
The ratio of model cross-sectional area to nozzle-exit area is 0,01
(1-percent blockage) and the ratio of model length to diameter is 6.5.
The model has an axisymmetrical hole which allows the model to mount
on a 0,5-in. ~diam probe as shown in Fig, 5. The probe was instrumented
with 15 pressure orifices at 1 in. intervals and was mounted into an
adapter supported by the model support system so that the last orifice
was 0,5 in, forward of the adapter tip (station 32.2 in, downstream of
the nozzle exit). The model could be moved along the probe to position
the base of the model at each orifice. A seal was provided between the
model and probe to prevent internal flow affecting base pressure measure-
ments.

PROCEDURE

TUNNEL OPERATION

Subsonic and low supersonic Mach numbers through 1. 10 were
established in the test section with the sonic nozzle contour in conjunction
with the proper combination of tunnel pressure ratio and plenum evacua-
tion rate., Supersonic speeds were obtained with the flexible nozzle and
with plenum suction to stablize the flow in the test section.

Condensation in the test section at supersonic speeds was prevented
by raising the stagnation temperature. The stagnation temperature
required varied with Mach number from 160 to 200°F, The average
total pressure was approximately 2850 psfa.

Pressure distributions on the cone-cylinder model were obtained for
variations in wall angle in 10-min increments at each Mach number from
1.00 to 1.50. The range of wall angles was varied for each Mach number.
Since calibration data for each wall angle setting were not available, cone
surface pressures were used as an indicator to establish the proper free-
stream Mach number. Cone pressures were based on theoretical calcu-
lations and/or experimental data considered to be interference free. To

10
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establish Mach number for each wall angle at a given stagnation pres-
sure, the plenum evacuation rate was adjusted until the corresponding
cone pressure was obtained.

To establish Mach number calibrations for the wall angle settings
for which cone-cylinder pressure data were recorded, static pressures
along the test section centerline were obtained with the probe shown in
Fig, 3. Static pressures were also measured along the top perforated
wall. These measurements were obtained for wall angle settings
varying from -50 to +40 min in 10-min increments for Mach numbers
from 0,60 to 1. 50,

The finite probe (Fig. 5), without the model, was installed in the
model support system adapter on the axial centerline of the test
section. At each test Mach number, static pressures were measured
along the probe and one of the perforated walls (all four walls parallel)
for various tunnel pressure ratio settings. The l1-percent cone-cylinder
model was installed on the probe such that the model base was located
at the mid-point of a pressure orifice. The base of the model for this
test was positioned at tunnel stations 24,7, 26.7, 28.7, and 30.7, while
the probe support adapter was located at station 32.2, Base pressure
measurements were obtained at various tunnel pressure ratios at each
test Mach number and base position.

PRECISION OF MEASUREMENTS

An estimate of the precision of the measurements presented in
this report is given in the following table:

AM AX :‘\(p/pt) A w *’\Cp,b

+ 0. 003 +0,002 +0.002 + 2 min + 0. 007

The precision in Mach number given above does not include the
deviation from the mean value in the test region, This deviation is
+0.003 for Mach numbers up to 1. 00 and is generally within +0, 007 for
Mach numbers up to 1,50

RESULTS AND DISCUSSION

WALL ANGLE CALIBRATION

Pressure distributions along the cone-cylinder model as affected
by varying the wall angle are presented in Fig. 6 for Mach numbers 0. 80,
1.00, 1.10, 1,20, 1.30, 1,40, and 1.50, The solid curves in Figs, 6a,
b, and ¢ for Mach numbers 0,80, 1.00 and 1,10 are based on experimental

11
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data considered to be interference free which were obtained from a
similar model with a 0. 008-percent blockage ratio in the 16-ft circuit.
The solid curves for Mach numbers 1. 20 through 1. 50 are theoretical
distributions based on calculations from Ref, 3.

Body pressure distributions on the cone-cylinder model at Mach
number 0, 80 are presented in Fig, 6a. It is concluded from these
data that the pressure distributions at subsonic speeds are unaffected
by moderate wall angle variations, At Mach number 1.00 (Fig. 6b)
it isapparent that the interference on the body pressure distribution
isunaffectedby changes in wall angle. This would be expected since
results in Ref, 5 showed that this interference effect existed even when
the wall open-area ratio was reduced to 1 1/2-percent. At Mach number
1.10 and with the walls parallel (Fig, 6c), a similar interference was
evident, By converging the walls to - 40 min, the strength of the
disturbance and the region over which it affected the body pressure
distribution were reduced but not completely eliminated. At Mach
number 1,20 (Fig, 6d), the data indicate that minimum wall inter-
ference effects occur when the walls are nearly parallel. For Mach
numbers 1,30, 1,40, and 1.50 (Figs. 6e, f, and g, respectively) the
pressure distributions show that a slight increase (divergence) in the
wall angle was required to minimize the interference effects,

Pressure distributions on the 20-deg cone-cylinder model for each
optimum wall angle position for Mach numbers from 0,60 to 1,50 are
presented in Fig, 7., For test section Mach numbers of 1.00 and below
the effects of varying the wall angle on the body pressure distributions
are negligible. Thus, a parallel wall setting is used to simplify and
speed operations, For Mach numbers above 1, 00 the wall angle
requirement varies from - 40 min at Mach number 1,10 to + 30 min at
Mach number 1.50. Figure 8 presents the optimum test section wall
angle as a function of Mach numbers.

MACH NUMBER CALIBRATION

Mach number distributions determined from static pressures
measured along the tunnel centerline and along one perforated wall
without a model in the test section are presented in Fig. 9 for the various
wall angles investigated during the interference evaluation. Mach number
distributions determined from static pressures measured on the per-
forated wall are normally used for reference only. The data in Fig. 9
indicate that the deviation in Mach number from a mean value in the
usable test region is within £ 0,003 for Mach numbers up to 1.00. The
Mach number deviation in the range above 1.00 is generally within + 0. 007.
The tunnel pressure ratio for each free-stream Mach number was adjusted
to maintain a constant Mach number distribution near the exit of the test

12
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section, The corresponding pressure ratio for each Mach number is
included in Fig. 9. It should be pointed out that although the flow near
the exit of the test section is altered by variations in tunnel pressure
ratio, the up-stream test section Mach number is not affected as long
as the reference plenum chamber pressure is maintained at the proper
value.

The plenum chamber pressure, p., is used as a reference pres-
sure to set and calculate the average free-stream Mach number in the
test section. The difference between the free-stream and plenum static
pressure ratios is normally used as a calibration factor for calculating
free-stream Mach number. This factor, (pm - pc)/pt, is presented as
a function of Mach number in Fig., 10 for the various wall angles at
which data were obtained.

PRESSURE RATIO AND SUPPORT INTERFERENCE EFFECTS

The effects of variations in tunnel pressure ratio on the Mach
number distribution in the aft portion of the test section (parallel
walls) with the adapter and probe installed (without model) are presented
in Fig. 11. The adapter probe combination is representative of the
support configuration for many sting supported test models. The distri-
butions along the perforated wall and the centerline probe at each free-
stream Mach number are presented in Fig, 11. At subsonic speeds
(Fig. 11a),the probe readings indicated a strong pressure rise imme-
diately upstream of the adapter for all pressure ratios tested. The
pressure rise is the result of interference of the adapter on the flow
field with its influence extending to the wall pressures. For speeds
above Mach number 1.00 (Figs. 11b and c) the distributions near the
rear of the test section are unaffected by variations in the tunnel pres-
sure ratios for the range of pressure ratios investigated. This would
be expected since the pressure ratio was not reduced sufficiently to
allow the shock to move from the diffuser into the downstream portion
of the test section, which generally results in a rapid increase in plenum
flow rate and unstable flow conditions. The compression effects on the
wall and probe at the rear of the test section (Figs. 11b and c) are also
a result of adapter interference on the flow field which diminishes with
increasing free-stream Mach number.

The effects of varying tunnel pressure ratio on base pressure
coefficients for several model base positions are presented in Fig. 12.
For the conditions shown in Fig. 12a, the tunnel pressure ratio required
to establish Mach number 0,70 was approximately 1.10. At this pres-
sure ratio, the base pressure coefficients were of the same order of
magnitude when the model base was 2, 6 base diameters, or greater,
forward of the adapter., When the model base was moved rearward
toward the adapter, a reduction in base pressure coefficient as a

13
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result of adapter interference was evident. An increase in tunnel pres-
sure ratio greater than approximately 1.1 results in an increase in the
free-stream Mach number., The data at Mach numbers 0. 80 and above
(Figs. 12a, b, and c) indicate that for each model base position, base
pressure coefficients are only slightly affected by variations in tunnel
pressure ratio for the range of pressure ratio investigated. More
important in Fig, 12 is the change in the magnitude of the base pressure
coefficient as the model is moved downstream. The data in Fig. 12
have been cross-plotted and presented in Fig. 13 to show the variation
in base pressure coefficient as a function of model base position for
various values of tunnel pressure ratio. It is clearly seen from Fig. 13
that as the model base position is moved rearward in the test section,
the predominant factor affecting base pressure coefficient is support
interference. The data of Fig. 13 show that if the model base is posi-
tioned no further rearward than station 26. 7, base pressure coefficients
are unaffected by support interference for Mach numbers from 0.7 to
1.50. The results in Fig. 13 also indicate that the effect of varying
tunnel pressure ratio on base pressure coefficients is not serious,
particularly if the model base is sufficiently forward to avoid support
interference effects.

The results presented are for only one configuration which repre-
sents a typical installation, However, for other configurations which
are not comparable, consideration must be given to other parameters
such as model base shape and size, the ratio of model base diameter
to sting diameter, and the included angle of the adapter.

CONCLUSIONS

This investigation to provide optimum operating parameters for
the 1-Foot Transonic Tunnel utilizing 20-deg cone-cylinder bodies
of revolution has resulted in the following conclusions:

1. Body pressure distributions on the 20-deg cone-cylinder
body of revolution are unaffected by moderate wall angle
variations at subsonic speeds,

2. Tunnel boundary interference on the 20-deg cone-cylinder
pressure distributions in the Mach number range from 0. 95
to 1.10 cannot be eliminated entirely with this wall configuration.

3. To minimize wall boundary interference on pressure distri-
butions on the 20-deg cone-cylinder body of revolution at
supersonic speeds requires varying the test section wall angle
with Mach number, ranging from -40 min (convergence) at
Mach number 1.10 to +30 min (divergence) at Mach number 1. 50.

14
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4. The predominant factor affecting base pressure coefficients
is support interference. For the model configuration investi-
gated, station 26,7 is the most rearward base position where
base pressure coefficients are unaffected by support inter-
ference for all Mach numbers investigated.

5. Base pressure coefficientsare not seriously affected by
variations in tunnel pressure ratio, particularly if the model
base is positioned sufficiently forward to avoid support
interference.

REFERENCES

Goethert, B, H, "Physical Aspects of Three-Dimensional Wave
Reflections in Transonic Wind Tunnels at Mach Number 1, 20
(Perforated, Slotted, and Combined Slotted-Perforated Walls),"
AEDC-TR-55-45, March 1956,

Gray, J. Don and Gardenier, Hugh E. '"'Experimental and Theoret-
ical Studies on Three-Dimensional Wave Reflection in Transonic
Test Sections, Part I: Wind-Tunnel Tests on Wall Interference
of Axisymmetric Bodies at Transonic Mach Numbers, "
AEDC-TN-55-42, March 1956,

Dubose, H, C. '"Experimental and Theoretical Studies on Three-
Dimensional Wave Reflection in Transonic Test Sections,
Part II: Theoretical Investigation of the Supersonic Flow Field
about a Two-Dimensional Body and Several Three-Dimensional
Bodies at Zero Angle of Attack." AEDC-TN-55-43, March 1956.

Chew, W. L. "Experimental and Theoretical Studies on Three-
Dimensional Wave Reflection in Transonic Test Sections,
Part III: Characteristics of Perforated Test-Section Walls with
Differential Resistance to Cross-Flow.' AEDC-TN-55-44,
March 1956,

Estabrooks, Bruce B. ''Wall-Interference Effects on Axisymmetric
Bodies in Transonic Wind Tunnels with Perforated Wall Test
Sections.'" AEDC-TR-59-12, June 1959,

Rittenhouse, L. E. "Base Pressure Effects Resulting from Changes
in Tunnel Pressure Ratio in a Transonic Wind Tunnel. "
AEDC-TN-58-88, January 1959.

Test Facilities Handbook, (2nd Edition). ‘''Propulsion Wind Tunnel
Facility, Vol. 3." Arnold Engineering Development Center,
January 1959,

15



LT

7///////////I//I/III//II//III/I///I///I//

RECIRCULATING

7,
é
7
=
GEAR 2
7 BOX 7
?  MovasLe r FILTERS
] TUNNEL DIFFUSER FLAP regriNg NOZZLE  STAGNATION  MAIN TUNNEL
PRESSURE RATIO REGION REGION CHAMBER CONTROL VALVE /
ccynnon. VALVE — | ==, -~
Q_s--x{__\.mzzzﬁ/j it -— OMPRESSOR
- y - ~—7 - y
T VAR N/ r /77 R i -—
AUXILIARY FLOW +— = -
DIFFUSER oucT PLENUM = h
EXIT TRANSITION
‘ REGION CHAMBER
PLENUM EVACUATION
jpe———DUCT BY - PASS
) CONTROL VALVE — .
é CONTROL \Z RECIRULATING ;
| % CONSOLE AIR DAMPER /]
Z %
w4, W(/M/ %////////////////7//7/ LISV SSIISI LIS ST IVT IS,
%
—_— CONTROL .
AUXILIARY Sl vALvE Z CONTROL ROOM % ‘P\
CONTROL VALVES % % BY - PASS
2 oucTt
2
STEAM f
STEAM EJECTOR LINE % 7

gy

TNSTEAM VALVE

Fig. 1 General Arrangement of the 1-Foot Transonic Tunnel and Supporting Equipment

oucTt

69-09-N1-2Q3vV




81

= T o FLOW |
- = = o R R o VX
1
o o B’)——ﬁ_‘ -"JGO°
FLOW)@ =T | A Section A-A
| ST~ .

TYPICAL PERFORATED

WALL PATTERN

6% Open Areo
Hole Diometer = 0.125 In,
= Q.

Plate Thickness

125 In,

[-MODEL SUPPORT

PLENUM CHAMBER ‘
SOLID PERFORATED
\ /TAPER /WALLS
L
[/
Iz _ _
b -
FLEXIBLE NOZZLE SECTION
| I \
NOZZLE NOZZLE \
ENTRANCE EXIT ]
STA, STA. STA. STA. STA. STA.
-455 o} 10 375 40.9 52.0 (Inches)

Fig. 2 Installation of Model Support in 1-Foot Transanic Tunnel

69-09-NL-2d3 Vv




AEDC-TN-60-6%

—__O_QON— :o_«U_ﬂm 89] [9auun]

Jluosuol | 004~ W _..vﬁ__nv«m-.__ 3qoag uolipiqi|o) £ .m.n-

19



AEDC-TN-60-69

@
3 (1]
P
1 n
4 o
~
| |
(=}
_l'. ot —
@ o
§ o —L
3 b P
§ g
.m Q
1
[=} +$
o
- <+
—~ 42]
<
—
e e
e m
ey
[}
=
w
—
n
>
-
o
-
4 [~
T2y —
g =
e n
w —~ .
i o
. R
=
N L)
el
I
3]
[}
[«3
wy
w
'Y
3]
o
el
-
@)
A
~
.wr
y I

- 5,246

20

200

Fig. 4 A 20° Cone-Cylinder Mode| (1.86-Percent Blockage Ratio) Installed in the 1-Foot Transonic Tunnel



Note: All Dimensions In Inches
Tunnel Station 32.2

- /\/ 23.82 | 2.8 ]
8.82

-

(o]

e L

0.5 20° 6.k l_ 1.355 10
| 0.5 /b‘
t ) &

“A 0.5 Aapter
15 Orifices Spaced at 1, 0" Intervals

A59-5369-U

l \ ) ‘ . : . o G cle . & L ecosatorokad

12

Fig. 5 Pressure Ratio Calibration Model Installed in 1.Foot Transonic Tunnel

—~

69<09-NL-DQ3v




AEDC-TN-60-69

0.3

o.b|—

0.5

0.6 -~

0.7—.

Pressure Ratio, p/py
i

M By
O 0.8 -45

.o 0.8 0

0.7—"

A o. 0.8 430
..'0 2000002000606 060000800 0.06000000¢5.%0)

()
il T N AN RN S NN TR N SR N

0.7

2 N 6 8 10 12
Body Station, x/d
a. M

o0

= 0.80

Fig. 6 Body Pressure Distributions on the 1.86-Percent, 20° Cone-Cylinder Model; Effect

22

of Wall Angle Variotions with 60° Inclined-Hole, 6-Percent Open-Areo Ratio Walls




AEDC-TN-60-69

B

0.4 —

Pressure Ratio, p/pt

! ‘ Oocx)O oo oo o sopeepere

0.6 — S o — .
o 8 10 12

Bocw Station, x/d

b. M_ = 1.00

Fig. 6 Continued

23




AEDC-TN-60-69

o
.
oN

(o]
.
o

Pressure Ratio, P/ Pt

24

Body Station, x/d
c. M_ = 1.10

Fig. 6 Continued

1



Pressure Ratio, p/pt

AEDC-TN-60-69

(@]
W

o
w

10
— OOQ)O w(m

opb—t =1 L 1 1

0 2 4 6 8
Body Station, x/d

d. M_ = 1.20

Fig. 6 Continved

10 12

25



AEDC.TN-60-69

0.3 — ev
i -10
o0 &
0.4 |-
o500
0
0.5 — o) (a9
- o0S80000!
I 10
0.5 — ®©

Pressure Ratio, p/pt
e
> e

0.5 1 l 1 | 1 | 1 | 1 L 1

Body Station, x/d

e. M_ = 1.30

oc

Fig. 6 Continved

26



o,

Pressure Ratio, p/py

AEDC-TN-60-69

o
=
!

©
=

0.4

20

0.4

Body Station, x/d

f. M_ = 1.40

o0

Fig. 6 Continued

27



AEDC.-TN-60-69

[~ 00 A
&
= |
> 20
3ok —
&
:
Q
(]
&

(=]
Ll
=

0.4 L—
O
‘F—
-

0.4 AN N R N Y T S Y Y S
o 2 L 6 8 10 12
Body Station, x/d
g. M = 1.50

Fig. 6 Concluded

28



AEDC-TN-60-69

Pressure Rutio, p/pt

u.7
©
0.6 0

O
O~ 0oo0 000 000 OO o O @O

0.8 |- 000(530

0.9 [T R R | N TR RSN N [ S S
: 6 8 10 12

Body Station, x/d

a. M_ = 0.60, 0.70, 0.80, 0.90, and 1.00

oo

.7 Body Pressure Distributions on the 20° Cone-Cylinder Model for Each Optimum

Fig
Wall Angle Position for the 60° Inclined-Hole, 6-Percent Open-Areo Rotio Walls

29



AEDC-TN-60-69

0.2(— M 9;
1.5 430

o
[ )
rs

1.2 -10

000 OVWy

Pressure Ratio, p/p,
e
&

Body Station, x/d

b. M_ = 1.00, 1.10, 1.20, 1.30, 1.40, and 1.50

Fig. 7 Concluded

30



g

4o

8,"
20 =
0
-20 [~
4o
-60 | ] | ] | ] | ]
0.6 0.7 . 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5

Mach Numbe;'

Fig. 8 Variation of Optimum Test Section Wall Angles, Bw*, with Mach Number

69-09-N1-DQ3v




AEDC-TN-60-69

MACH NUMBER

32

F— — —

Static

Pressure Probe e
s - Test Region h_>‘

Perforated valls---——

O Center Line
O  Top Wall
R

[
.
o

0.5

|

+

! ]
8 -4 0 L 8 12 16 20 24 28 32 . 36
DISTANCE FROM NOZZLE EXIT, INCHES

a. 0w = 0 min

Diffuser

1,462

1,465

1,458

1,443

1.271

1.230

1,182

1,141

1.068

Fig. 9 Effect of Wall Angle VYoriations on the Test Section Mach Number Distribution



MACH NUMBER

AEDC-TN-60-69

g__

- — Test Region —— %

Plow Perforated Walls

CCenter Line
o Top Wall
T

DISTANCE FROM NOZZLE EXIT, INCHES

b. 6, = +10 min

Fig. 9 Continved

Diffuser

1,460

1.463

1.454

1.440

1.280

1.230

1.175

1.129

1.100

33




AEDC-TN-60-69

EZL_,- — — = T — -
Static \
Pressure Probelt )
Test Region ‘.,
Plexible
Nozzle Plow Diffuser

O Center Line
O Top Wall
T T

1,463

1,454

1.540

MACH NUMBER

1.180

1.129

1,095

0.5

-8 -4 0 [} 8 12 16 20 24 28 32 36
DISTANCE PROM NOZZLE EXIT, INCHES

c. Ow = + 20 min

Fig. 9 Continved

34



AEDC-TN-60-69

" — = - — = K
Static
Pressure . |
Erobe l“———- Test Reglon —
Flexible Flow Perforated Wall
Nozzle 7 = — L—ﬁi

S S

O Center Line
0 Top Wall

T T T
l do g . ; N
2505 oL J[ oolncmva% Gog® §-2anPadoc s [ B9 2

1,463

| 1.453

1.440

1.171

MACH NUMBER

1.125

1,090

1,060

-8 -k 0 4 8 12 16 20 24 28
DISTANCE PROM NOZZLE EXIT, INCHES

ki
0.5 ! g i

d. 6, = +30 min

Fig. 9 Continved

35



AEDC-TN-60-69

p - - = T —-

‘——— Test Region ———l

Plow Perforated Wallse

O Center Line
D Top Wall

i ] A B R A A R e B R A
i ' : : ! . i O
1.5 oo 1010 : —- ‘ O%_%_@_L&&écgfodrpog .E?_. 1.460
! i . ; : { H |
i - . Q b i . . | Dl
1.4 O—b—vT— ; 5 W‘FT—D'%%O&OSO . —%W&db&lo’ d_Q_O‘ 'Oq,& :ﬁ DO 1.463

“ " | °q ‘ SR !
) : | v i \ —,7 . . —‘
1.30%13—@—{3 o © 1 84%4p #0508 qro- i QT‘OQoqun:&l 2309 us3

i I P il B B e N

1,1

. ."
Bl ‘m

I3
% f ‘ o
‘ ] i
1.0 —— O Hh— 1.230
g ﬁﬁ&’ g oo ° 9
i
0.9 o o oo T 1.189

08—

°.7T'o 1o

0.6

0.5 J | I

-8 -4 0 4 8 12 16 20 24 28 32 36

DISTANCE FROM NOZZLE EXIT, INCHES

e. 8 = —10 min
w

Fig. 9 Continued

36



AEDC-TN-60-69

'——— Test Region -————-—4

Perforated Walls

| e rmemm e TN

Static
Pressure
Probe —

Flexible
Nozzle

O Center Line
O Top Wall

MACH NUMBER

1.3

0.5

e

EEAJO g
T

1.279

1.236

1.190

1.148

1.119

DISTANCE PROM NOZZLE EXIT, INCHES

f.

6
w

16

= — 20 min

Fig. 9 Continved

20

37



AEDC-TN-60-69

A

!
Test Region “—1‘

P"ﬁﬁﬁ%"‘;’ Diffuser

1,437

1,279

MACH NUMBER

1,130

1.082

-8 -4 o ] 8 12 16 20 2u 28 32 36

DISTANCE FROM NOZZLE EXIT, INCHES

g. 6, = —30 min

Fig. 9 Continved

38




MACH NUMBER

AEDC-TN-60-69

Perforated Walls

O Center Line

) ——

|. - Teat Region ‘..

—\L Diffuser

1.1

O Top Wall
T

1,300

1.1

16

DISTANCE FROM NOZZLE EXIT, INCHES

h. Ow = — 40 and — 50 min

Fig. 9 Concluded

39



ov

0.012
Pyo - Pc BH 50
Py /
0.008 -
-ko
0.004 [~ 30
-20
0 - =10
/ O
~0.004 - ////_:'/————-—-‘— 10
-0.008 r
-0.012 l | ! 1 | l i 1 | 1
0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.h 1.5
Mo

Fig. 10 Plenum Chamber Calibration Factors as a Function of Mach Number for Several Wall Angles

69-09-NL-DA3V




Mach Bumber

AEDC-TN-60-69

81.&31
1.325
H.187
Y _—01.120]
<1.100

Tunnel Centerline

009 inatinad ==_ - T

0.8 —

o

8k —8-8-6-0¢¢
0 XP

T Mz 0.80
F Tunnel Centerline

0.8 —Ht ' _ _ 5

0.7 L—

0.6 | 1 | ] ] 1 I 1 ] 1 J
16 20 24 28 32 36

Distance from Nozzle Exit, Inches
a. M_ = 0.70, 0.80, and 0.90

Fig. 11 Effects of Tunne! Pressure Ratio Yariations on Mach Number Distributions
near the Downstream End of the Test Section

41



AEDC-TN-60-69

42

1.2

1.2

l.l

1.1

1.0

0.9

Tunnel Centerline

Tunnel Centerline

I

16

Fig. 11 Continved

32
Distance from Nozzle Exit, Inches

1.00, 1.10, ond 1.20

36



1.5

105

1.4

1.4

1.3

1.2

|
|
I
|
|
|
|
|
[
(>$o

Perforated Wall
Mu)= 1.50
Tunnel Centerline

AEDC-TN-60-69

>

oW £

CHL2
. 322
.210

Perforated Wall

‘ Tunnel Centerline

) — -

1
Tunnel Centerline ;

16

20 2k 28 32 36
Distance from Nozzle Exit, Inches

c. M_ = 1.30, 1.40, and 1.50

Fig. 11 Concluded



AEDC-TN-60-69

Symbol O O a ¢
Model Base Station 2k.7 26.7 28.7 30.7

d 1 AL
- 4 - -___ﬁ_——!——: 4 -
= ' o

t o

£/d 5.5 4.0 2.6 1.1

-Ocl =
B ro/&\& —
M - .
0 ! oo |O 90 1
0.2
= —A
—0.1 [ W
: O.&
0 1 | Mo | |
=0.2
| O}
'0-1 [
|
= 0.70
o | | Moo, |
1.0 1.1 1.2 1.3 1.4 1.5

A

a. M_ = 0.70, 0.80, ond 0.90

Fig. 12 Effects of Tunnel Pressure Ratio Variations on Bose Pressure
Coefficients for Several Mode] Base Positions

44




AEDC-TN-60-69

Symbol o o & <o
Model Base Statiom 2h.7 26.7 23.7 30.7

d N i
r — T T T T /T
— == — - s B S S )
oo
A(/d 5 L.02.6 1L
s

0.1

O—- = —<
o I P Mot

1.0 1.1 1.2 Lo e 1.5

A

b. M_ = 1.00, 1.10, and 1.20

Fig. 12 Continved

45



AEDC-TN-60-69

. Symbol O O A O
Model Base Station 24.7 26.7 28.7 30.7
I e B2

e .| n .

— - —+t - 1

e g

R

~G.2 Nty

p,b
~C.l .
M_.% 1.50
o l 1 <
G2

'C-l —
O;C O —
| N
= 1.40
[e) | | M(D i |

o=

0.

Fig. 12 Concluded

46

—



—_

t____:___.___J____!

AEDC-TN-60-69

Distance from Nozzle Exit, Inches

Several Tunnel Pressure Ratios; Mach Numbers from 0.70 to 1.50

T \
-0.2 (,o——=—r4>\
Cop M= 1.50 o
P, \
-O.l
by
----- 1.10
o+ —_—= 1-15
—--—1.20
1.25
—+—1.30
0+ —0—1.35
—t++¢—1.4%0
o+
0+
o+
o+
O+
o+
£/d
0 b'
24 26 28 30 32

Fig. 13 Variations in Base Pressure Coefficient as a Function of Medel| Base Position for

417



